RECEIVED

EPk 2 U 200k
interoffice
MEMORANDUM

City on tha Gulf
CITY §LERK & B pRoride
r RIGE

T -

UTILITIES DEPARTMENT
Administration Division

TO: Martin Black, City Manager
FROM: John Lane, Director of Utilities Q DZ-"‘-""*
DATE: April 19, 2004

SUBJECT: Asbestos Pipe Incident

On March 4, 2004, John Patten visited my office to investigate our procedure for
disposing of scrap AC pipe. 1 called David Adinolfi, Distribution Supervisor, and asked
his review of this procedure. Under normal circumstance, I would have informed David
of Patten’s presence but so as not to be accused of coaching, I did not. Mr, Adinolfi
responded on speaker-phone by giving an excellent accounting of our procedures,
enough, in my opinion, to satisfy anyone who would be concerned about employee
safety.

Early in 2001, Mr. Adinolfi contacted Administrative Services for direction as to proper
handling and maintenance of AC Pipe. Administrative Services, in turn, contacted our
insurance representative who conveyed the requirements for the safe handling of AC pipe
to the Distribution division. It was determined at that time that OSHA can only advise
about asbestos safety but does not have jurisdiction over government entrhes and
recommended our Risk Management Depariment could assist us with proper handling
procedures.

For AC pipe to be a hazardous it must be pulverized or cut to release “dust.” Our
employees do not involve themselves with cutting pipe when preparing scrap pipe for
disposal. The waste material is wrapped in plastic, sealed, and put in a special dumpster
provided by Waste Management of Sarasota to pick up and dispose. A manifest is signed
by the city and the hauler then transports the material to the landfill. All documentation
must be correct or the landfill cannot accept the material.  Since the establishment of this
procedure, Waste Management of Sarasota and the County Landfill have accepted three
loads of this material from the city.
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Throw away protective suits and all required employees wear safety gear. Anvone who
might refuse to wear this gear would be guilty of insubordination and would be subject to
discipline.

Although we are conducting asbestos handling as instructed by our insurance carrier and
have not placed anyone at risk, I do feel there is room for improvement in our policy for
handhing,

Attached for your reference is the scrap AC pipe nipple that was removed from a 6" valve
on 4-9-04 alleged to have caused serious health effects on employees and the surrounding
environment.

I will authorize one management employee in distribution to attend the Treeo Center in
Gainesville for the asbestos OSHA Class 11, Special Operation Training. By having one
of our own employees trained by Treeo, we can provide continuing training and
education in the department which will address the problem of employee attrition. 1am
also asking all supervisory employees to place extra emphasis on asbestos handling so
that when pieces of pipe are removed for transport they are immediately wrapped
property. Also, I have instructed that signage be placed in the working area warning
employees of potential risk although we don’t cut AC pipe on premises.

By copy of this memorandum I am requesting that Dave Adinolfi continue his in-house
training of the handling of asbestos, howewer, his department is to cease handling
asbestos piping until the Treeo training is completed.

cc: Dave Adinolfi
Chris Sharek

ClU: 8451
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UTILITIES DEPARTMENT
Distribution Division

City on the Gulf
Venice, Florda

TO: John Lane, Utilities Director
FROM: Dave Adinolfi, Dist. Supt.
DATE: April 19, 2004

SUBJECT: ASBESTOS CEMENT PIPE

Recently questions have been raised concerning the procedures that the Utilities
Department, specifically the Distribution Division, follows when handling asbestos
cement pipe. Listed below is a summary detailing the city’s experiences with this
material.

First a little history on the subject. I would venture to state that every community across
our nation that has had water lines installed between the years 1950 through and into the
late 1970°s, (1 myself, working as a pipe layer in the 1970’s, installed AC pipe in the
greater Orlando area) has some amount of asbestos cement pipe in their potable water
systems, including Venice. | have never tried to calculate exactly how many feet of pipe
that would include. But | would guess it would be somewhere in the neighborhood of
15% to 20%. There are safeguards in place for the testing of drinking water on a regular
schedule, which is specific to asbestos. I believe that schedule is every nine (9) years as
dictated by the Department of Environmental Protection agency. I have checked with our
Water Production Superintendent Bill Green and our records reflect that we last sampled
for asbestos in 2002. The allowable is 7 Million Fibers per Liter and we were below the
mE&SurﬂhIE level of .18 Million Fibers per Liter. Once in place and left undisturbed the
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